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FI-50 INSTRUMENT SERIES�
Operator's Guide
�
The purpose of this guide is to provide the basic operating procedures for this equipment. For detailed information, see the Operator's Manual.

FI-507 MULTI XL

HEADING
Current heading
Average heading
Heading on next tack
Course over ground
Course made good
Distance made good

ENGINE
Fuel information
Fuel consumption
Engine RPM

DEPTH
Current depth�
Shallow alarm�
Deep alarm
Shallow anchor alarm
Deep anchor alarm

 DISP

WIND
Wind speed
Maximum true wind speed
Maximum true wind speed alarm
Low true wind speed alarm
Wind angle
High apparent wind angle alarm
Low apparent wind angle alarm
Beaufort wind speed
Ground wind direction

SPEED
Boat speed
Maximum STW
Average STW
SOG
Maximum SOG
Average SOG
VMG to windward
Log�
Trip

TIMER
Count-up timer
Count-down timer 1
Count-down timer 2
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 DISPLAY CATEGORY
Screens within a display�
category are listed in sequential�
order. 

Access modes with the 
            key. 

NAVIGATION
Bearing to waypoint
Distance to waypoint
Cross track error
Waypoint number/name
Latitude
Longitude
Course over ground
Speed over ground
Satellites tracked
Roll
Pitch

ENVIRONMENT
Battery voltage
Minimum battery voltage alarm
Time
Date
Water temperature
Air temperature
Air Pressure
Humidity
Wind chill temperature
Dew point

AUTOPILOT
Rudder angle
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 DISP�
 - Turn power on.
 - Select a display cate-
   gory.

MODE
Select a display.

APP/TRUE �
Switch between Appa-�
rent and True (wind).

SELECT/CLEAR
 - Silence alarm.�
 - Clear data.�
 - Reset counters,�
   indications.
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MODE

Controls Selecting displays
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Hold down
until power
goes off.

Power off

MODE

 DISP
All LCD segments go on�
and off, and then last-used�
display appears.

Power on

The timer appears and�
counts down from 3 to 
1 (sec.), and then the 
power goes off.

Adjusting brilliance, contrast
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Setup1 items

Depth unit (m, ft)
Depth offset
Shallow alarm lock (on, off)
Depth response
Speed unit (kt, mph, kmh)
Speed resolution
Speed adjustment
Log unit (nm, sm, km)
Speed response
Speed over ground/course over ground response
VMG response
Timer alarm (on, off)
Wind data selection (F, r)
Wind speed unit (kts, m/s)
Wind speed adjustment
Wind angle offset
Wind speed response
True/Magnetic selection (true, magnetic)
Lock mode (locked heading, current heading)
Heading response
Time display (12H, 24H)
Time offset
Temperature unit (°C, °F)
Temperature offset
Fuel information unit (liters, gallons)

Setup
Setup2 items

Software ver. no.  
  (CPU1 and CPU2) 
Key beep on/off
Auto brilliance on/off
Alternating display on/off
Setup on/off
Terminal resistor on/off
Synchronization on/off
Depth displays on/off
Speed displays on/off
Timer displays on/off
Wind displays on/off
Heading displays on/off
Nav data displays on/off
Environment displays on/off
Autopilot displays on/off
Engine displays on/off
Demo displays on/off
Factory defaults
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Momentary: 

Setup 1 menu
Long: 

Setup 2 menu
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menu
item
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Finish

Setting timers
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Setting alarms
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Switching between true and apparent wind
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The apparent wind is the actual flow of 
air acting upon a sail,  or the wind as it 
appears to the sailor.  

True wind is the wind seen by a stationary 
observer in velocity and direction.

Resetting counters and in dications
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Select
counter, 
indication

Press
down
3 sec.
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TRIP NM

- Short beep sounds 
- Counter/indication flashes 
- Long beep sounds (finish)

Apparent Wind
True wind

Wind due to
boat velocity
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