
FM4000 Dimensional Drawings

SPECIFICATIONS OF VHF RADIOTELEPHONE

VHF RADIOTELEPHONE

FM3000

GENERAL

Frequency Range
Transmit: 156.025 to 157.425 MHz
Receive: 156.050 to 163.275

Channels FM (16K0G3E) & DSC (16K0G2B)
Frequency Accuracy  Stability: +/- 10 ppm, max deviation: +/- 5.0 kHz
TRANSCEIVER
Output Power 25 W or 1 W
Antenna Local Supply
Receiver Output 4.5 W (at 10% distortion)
DSC SECTION 
Format RTCM SC101

Interface
Input: RMC, GGA, GNS, GLL (NMEA ver 2.0/3.01) 

Output: DSC, DSE (NMEA ver 3.01 only) 
(external input required for DSC function)

ENVIRONMENT
Temperature -15°C to +55°C

Waterproofing IPX5, CFR-46 (USCG)

POWER SUPPLY 
12-24 VDC, 5.5 A max

FM3000 2.5 kg  5.5 lb

25
1.0''

25
1.0''

53  2.1''

53  2.1''

14
0.6''

14
0.6''

20 0.
8'

'
11

0 
 .4

3'
'

11
0 

 .4
3'

'

103  4.1''

103  4.1''

190.8  7.5''
165  6.5''

R11

149  5.9''92
  3

.6
''

25
1.0''

25
1.0''

53  2.1''

53  2.1''

14
0.6''

14
0.6''

20 0.
8'

'
11

0 
 .4

3'
'

11
0 

 .4
3'

'

103  4.1''

103  4.1''

190.8  7.5''
165  6.5''

R11

149  5.9''92
  3

.6
''

11
0 

 4
.3

"

92
  3

.6
"

149  5.9"

R11

103  4.1"

53  2.1"

1.0"

25
0.6"

14

VHF RADIOTELEPHONE

FM4000

GENERAL

Frequency Range
Transmit: 156.025 to 157.425 MHz
Receive: 156.050 to 163.275 MHz

Channels FM (16K0G3E) & DSC (16K0G2B)
Frequency Accuracy  Stability: +/- 5 ppm, max deviation: +/- 5.0 kHz
TRANSCEIVER
Output Power 25 W or 1 W
Antenna Local Supply
Receiver Output 4.5 W 
DSC SECTION 
Format Class D EN 301 025

Interface
Input: GLL, GGA, RMC and GNS 

Output: DSC, DSE (NMEA ver 3.01 only)
ENVIRONMENT
Temperature -20°C to +60°C

Waterproofing IPX7 (Front Panel)

POWER SUPPLY 
13.8 VDC +/-20%, 5.0 A max

FM4000 2.0 kg  4.4 lb
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Cutout for Flush Mount
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