
FCV620 Dimensional Drawings

SPECIFICATIONS OF FISH FINDER
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Cutout for flush mount
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5" LCD SOUNDER 6" LCD SOUNDER 5.6" LCD SOUNDER 8.4" LCD SOUNDER

LS4100 LS6100 FCV620 FCV585

General
Frequency 50 and 200 kHz 50 and 200 kHz 
Output Power  300 W  600 W 600W*
DISPLAY
Display unit 5" monochrome LCD 6" monochrome LCD 5.6" color LCD 8.4" color LCD
Effective display area 76 (W) x 100 (H) mm 92 (W) x 122 (H) mm 84.7 (W) x 113.3 (H) mm 121 (W) x 170 (H) mm
Pixel number 240 x 320 234 x 320 480 x 640
Display Mode Single frequency (high/low freq.), Dual-frequency,

 Zoom, Nav data, Marker zoom, Bottom zoom, Bottom-lock
Single frequency (high/low freq.), Dual-frequency, Zoom, 

Nav data, A-scope, Marker zoom, Bottom zoom, Bottom-lock

Basic Range 
*m, ft, fa, p/b can be selectable in the menu 2-500 m 2-800 m

Range phasing up to 500 m up to 800 m

Expansion Range Bottom-lock expansion 3-10 m 3-10 m
Sectional expansion 2-50 m 2-800 m

Picture advance speed 8 steps: stop, 1/16, 1/8, 1/4, 1/2, 1/1, 2/1, 4/1 8 steps: stop, 1/16, 1/8, 1/4, 1/2, 1/1, 2/1, 4/1 
Pulselength & PRR 0.1-0.8 ms, Max 500 pulse/min 0.1-1.0 ms, Max 550 pulse/min 0.04-3 ms, Max 3,000 pulse/min

Interface
(IEC61162, NMEA0183)

Input GGA, RMA, RMB, RMC, BWC, GLL, HDT,
HDG, VTG, VHW, MTW, MWV, MDA, XTE

RMA, RMB, RMC, BWC, GLL, GGA, MWV, VTG,
 VHW, MTW, XTE, MDA, HDT, HDG

Output

MTW*, VHW*, DBT, DPT, RMB*, TLL
*: External data required

RMA*, RMB*, RMC*, BWC*, GLL*, GGA*, MWV*, VTG*,
VHW*, MTW*, XTE*, MDA*, HDT*, HDG, DBT, DPT,

MTW**, VHW**, TLL
*  : GPS sensor required

**: Speed/temperature sensor is  required.

ENVIRONMENT
Temperature Display unit -15˚C to +55˚C -15˚C to +50˚C 
Waterproofing Display unit IPX5 IPX5
POWER SUPPLY

12 VDC:0.5 A 12 VDC:0.8 A 12-24 VDC:0.8-0.4 A 12-24 VDC:1.0-0.5 A

LS4100 Display Unit 0.7 kg  1.5 lb
 Bracket Mount  1.2 kg  2.7 lb
FCV620 Display Unit Flush Mount      0.8 kg  1.8 lb

LS6100 Display Unit 1.3 kg  2.9 lb
 Bracket Mount  2.2 kg  4.9 lb
FCV585 Display Unit Flush Mount      1.5 kg  3.3 lb

*The FCV-585 can be connected with the transducers of 1 kw output power, when interfaced with the Matching Box MB-1100.
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