
Features

- Toughbook Tested by Panasonic for compatibility and functionality; warranted to 
   Toughbook standards
- Designed using MIL-STD-810F test procedures
- Universal design works with Toughbook 18/19 computers
- Can be positioned both vertically (Tablet PC) or horizontal (Notebook PC)
- Internal/protected circuit board protects against dirt and dust
- Brass locating pins for precise computer placement
- Floating docking connector for reliable docking connection
- Rounded edges to enhance personal safety
- Easy-to-use compression latch draws computer down for 
  docking connection
- Use Lind Auto Adapter (Item No. 11798)
- 3 year limited warranty (printed circuit board, docking 
  connector and all sheet metal)
- Can be used with any Motion Attachment when 
  mounted in the horizontal (PC) position
- Must be used with Motion Attachment (Item No. CLEVIS 0-90) 
  when mounted in a Vertical (Tablet) position
- Heavy gauge steel construction for long-term durability
- Black powdercoat fi nish for maximum corrosion resistance
Note:  Panasonic CF18/19 computers are not recommended to be “hot docked”.

Description Antenna Pass-Through Weight Height Width Depth

Docking Station and Wedge for use on a Flat 
Surface or Trunk

Wireless WAN and Wireless LAN (TNC) 6.8 lbs 2.88” 11.10” 11.43”

Panasonic Toughbook 18/19 Docking Station
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Horizontal Position Vertical Tablet Position

Flat Surface/Trunk 

Docking Station

Port Replicator

- USB (4)    4 pin
- Ethernet    RJ45
- Serial (2)   D-sub 9 pin
- External video   D-sub 15 pin
- Headphones/speakers  Stereo phono jack
- Microphone   Mono phono jack

Easy-to-use 

“lift-and-turn” 

compression latch
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