
Placement
Seat 

Confi gurations
Drilling Required

Recommended Pole 

Solution
Weight Height Width Depth

Passenger 
side fl oor, 
under seat

Bucket
No - attaches to seat studs:

Dodge Durango (2007-2008)
Chrysler Aspen (2007-2008)

Lower Pole:  DS-LOWER-9
Upper Pole:  QADJ-UPPER-M

Motion Attachment:  
QUAD-MOTION TS3

Poles and Motion 
Attachments ordered 

separately

7.2 lbs 7.0” 17.25” 5.0”

Dodge Durango (2007-2008)

Chrysler Aspen (2007-2008)

Features

- Heavy gauge steel construction for long-term durability
- Black powdercoat fi nish for maximum corrosion resistance
- For extra stability a Support Brace (Item No. LAC-02 or LAC-03) is recommended
- Angled step moves pole away from passenger leg space
- One Off set Universal Mounting Step (Item No. DS-STEP) is already included with this   
  vehicle base.  However, additional Off set Universal Mounting Steps can be ordered to 
  stack on top of each other if needed.
Important Notice:
1) It is recommended that the passenger-side air bag is deactivated if mounting systems is placed in the air bag zone.  Failure to comply may lead to serious 
injury during sudden braking or accident.
2) Installing this base into 2004-2006 Dodge Durango vehicles will compromise the vehicle air bag system, possibly endangering vehicle occupants.  Seat 
bolts in 2004-2006 Dodge Durango are tied into the air bag sensor system.  Loosening or removal of seat bolts in the 2004-2006 vehicles will require 
recalibration by a certifi ed Daimlyer-Chrysler technician.
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