
RD33 Dimensional Drawings

SPECIFICATIONS OF REMOTE DISPLAY UNIT
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187  7.4"

183  7.2"

205  8.1"
4-ø5.5

17  0.7" 68  2.7"

61  2.4"
215  8.5"

Cutout flush mountCutout flush mount
167  6.6"

15  0.8" 70  2.8"
63  2.5"
12  0.5"max

RD30 Display Unit 0.68 kg  1.5 lb

RD33 Display Unit (Bracket Mounted) 0.9 kg  2.0 lb RD33 Display Unit (Flush Mounted) 0.6 kg  1.3 lb

REMOTE DISPLAY

RD30 RD33

GENERAL
Screen Size 4.5" monochrome LCD 4.3" color LCD
Effective display area 95 (W) x 60 (H) mm  95.04 (W) x 53.85 (H) mm
Pixel number 120 x 64 480 x 272
Display Menu 1/2/3/4 data, Highway, Graph, Alphanumeric 1/2/3/4 data, Highway, Graph, Alphanumeric, 6-way split

Alphanumeric Data
Water temperature, Water depth, Ship's speed, Wind speed, Current 

speed/bearing

Nav data, Highway, Heading, Speed, Depth Graph, Graph, 
Layline, STW, SOG, RPM, Rudder, Wind angle, Airtemp, 

Humid, Roll pitch, ROT, Battery, Engine temp, Oil pressure, Oil 
temperature, Coolant pressure, Trim, Watch

INTERFACE
Ports NMEA0183 NMEA0183 (ver. 2.0, 3.0): 1, CAN bus: 2 (male/female)

Input

BWR, CUR, DBK, DBS, DBT, GGA, GLC, GLL,
GTD, HDG, HDT, HDM, MDA, MTW, MWV, RMB,
RMC, ROT, RSA, VBW, VDR, VTG, VHW, VWT,

VWR, ZDA

NMEA0183

APB BWR BWC CUR DBT DPT DBS DBK GLL GGA GNS GTD GLC 

HDT HDG HDM MTW MDA MWV RSA RMA RMB RMC ROT VHW 

VBW VTG VWT VWR VDR XTE ZTG ZDA PFEC,Gpatt (Pitch & Roll) 

CAN bus

059392 059904 060928 065286 126208 126992 127245 127250 

127257 127258 127488 127489 127497 128259 128267 128275 

129025 129029 129033 129285 130306 130310 130311 130577

Output

BWR, CUR, DBK, DBS, DBT, GGA, GLC, GLL,
GTD, HDG, HDT, HDM, MDA, MTW, MWV, RMB,
RMC, ROT, RSA, VBW, VDR, VTG, VHW, VWT,

VWR, ZDA

NMEA0183

DPT, VHW, RMC, MWV, HDT, HDG, XTE, MTW, RSA, VTG

CAN bus

059392, 059904, 060928, 065282, 065285, 065287, 126208, 126464, 

126996, 126992, 127245, 127250, 128259, 128267, 129026, 129029, 

129283, 129284, 130306, 130311, 130822

ENVIRONMENT
Temperature -15˚C to +55˚C
Waterproofing IPX5 IPX6
Power Supply

12-24 VDC: 200-105 mA 12 VDC: TBD (from CAN bus)
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