
Features:
•	 Heavy	gauge	steel,	fully	welded	constructed	for	long-term	durability
•	 Black	powdercoat	finish	for	maximum	corrosion	resistance
•	 Low	profile	no-drill	vehicle	specific	console
•	 Vertical	angled	section	accommodates	6”	of	mounting	space	
•	 Horizontal	low	profile	section	accommodates	4”	of	mounting	space	(without	internal	cupholder	8.5”	of	mounting	

space)
•	 Removable	top	plate	and	center	brace	can	be	removed	for	easy	access	to	wiring	
•	 Includes	a	shifter	gate	plate	with	cutouts	for	the	center	console	shifter	and	differential	mode	switch/OEM	pocket
•	 Ships	with	dash	filler	panels	that	gives	the	box	a	sleek	appearance	that	blends	in	with	the		car’s	aesthetics
•	 Fully	welded	construction	for	long	term	product	life	span
•	 Threaded	pems	provided	for	mounting	armrest	to	the	console
•	 Two	knockouts	for	12	volt	plug	inserts	(located	on	passenger	side)	
•	 Will	ship	fully	assembled	(except	for	wings	and	accessories)
•	 3	faceplates	and	3	filler	panels	are	included

Note:  Does not require a leg kit or top plate, bolts directly to the vehicle
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